


Type Double-pleated, compact, 
  high �ltration e�ciency,  incinerable
Frame ABS
Media  Glass �ber media
Separators Hot melt
Seal Polyurethane
Gasket PU Foam

Class EN 779:2002 F7  -  F10
Recommended �nal pressure drop 600 Pa
Recommeded air �ow nominal 
Temperature 80 °C max.running temp.
Burst strength > 7500 Pa/30� WG 

Speci�cation

Box Type Green for turbo machinery
Cam GT

Performance (showing F9, std version only

Media 
area m2

4250/140
4250/170
4250/240
4250/135
4250/170
4250/220
4250/250

595×595×292
595×595×292
595×595×292 
595×595×292
595×595×292
595×595×292
595×595×292

8,8
8,8

 
9,6
9,6
9,6 
9,6

19.0 
19.0 
19.0 
26.0 
26.0 
26.0 
26.0

Model W×H×D
mm

3/h
Pressure loss, Pa

Shipping data
 m3          kg

Filter
class

Dust holding
capacity 

at 450 Pa g

F7
F9

H10 
F7
F9

H10
H11

Technical data

CAM GT Box-595x595x292-F7
CAM GT Box-595x595x292-F9
CAM GT Box-595x595x292-H10 
CAM GT Box-595x595x292-F7-XL
CAM GT Box-595x595x292-F9-XL
CAM GT Box-595x595x292-H10-XL 
CAM GT Box-595x595x292-H11-XL
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DISTRIBUTED BY:
BOLLAND MACHINE

2718 Darlington Road
Beaver Falls, PA 15010
Phone | 724-846-1290

www.bollandmachine.com


