
A majority of on highway trucks, buses, 
emergency vehicles, and motor coaches 
utilize air braking systems. A compressor 
delivers pressurized air to a reservoir or 
tank on the vehicle. The compressed air 
contains atmospheric water vapor, which 
must be removed. If not removed, the 
vapor will condense and collect in the 
reservoir or in other components in the 
braking system. This water can cause 
corrosion in the braking system, and can 
freeze in cold climates, rendering the 
brakes inoperable. Vehicles with air brakes 
require an air drying system to remove the 
water vapor before the compressed air 
enters the brake system reservoir.

Racor has teamed up with Nabtesco 
Corporation to provide a full line of 
proven high quality compressed air drying 
systems. The Racor/Nabtesco air dryers 
utilize a proprietary high performance 
desiccant that is more durable and has 
better moisture removing capacity than 
competitive systems. Racor offers six 
sizes to assure the correct air dryer is 
available for your application. See chart on 
back for more details.

Air Dryers
DU, DR, and NX Series

Contact Information:
Parker Hanni!n Corporation
Racor Division
P.O. Box 3208
3400 Finch Road
Modesto, CA 95353

phone  800 344 3286 
209 521 7860

fax 209 529 3278
racor@parker.com

www.parker.com/racor
www.parker.com/racorproducts

Features and Benefits:
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Specifications   

Application

Class 6 and 
under (also for 
air suspension,  

hydraulic 
brake system), 
GVW less than 

26,000 lbs

Class 7, GVW 
from 26,001 to 

33,000 lbs

Class 7, GVW 
from 26,001 to 

33,000 lbs

Class 8, GVW 
from 33,001 to 

44,000 lbs

Class 8, GVW 
greater than 

44,001

For all 
applications

Inlet/Outlet Ports 1/2” NPTF 1/2” NPTF 1/2” NPTF 1/2” NPTF 1/2” NPTF 1/2” NPTF

Standard Flow 
Per Cycle†

3,051 in.3 

(50L)
6,041 in.3 

(99L)
9,459 in.3 

(155L)
11,594 in.3 

(190L)
24,409 in.3 

(400L)
26,850 in.3 

(440L)††

Desiccant Weight 
  (1.6mm standard)

0.4 lbs 
(0.2 kg)

1.1 lbs 
(0.5 kg)

1.1 lbs 
(0.5 kg)

2.4 lbs 
(1.1 kg)

4.0 lbs 
(1.8 kg)

1.8 lbs 
(0.8 kg)

Regenerate Time 
Required 30 seconds 50 seconds 40 seconds 50 seconds 60 seconds 60 seconds

Purge Chamber 
Capacity

61 in.3 

(1.0L)
85 in.3 

(1.4L)
85 in.3 

(1.4L)
165 in.3 

(2.7L)
208 in.3 

(3.4L)
183 in.3 

(3.0L)

Height 11.9 in. 
(30.1 cm)

12.8 in. 
(32.4 cm)

13.4 in. 
(34.0 cm)

14.9 in. 
(38.0 cm)

13.7 in. 
(34.9 cm)

12.8 in. 
(32.6 cm)

Width 6.32 in. 
(16.1 cm)

7.1 in. 
(18.1 cm)

7.1 in. 
(18.1 cm)

8.8 in. 
(22.3 cm)

9.8 in. 
(24.8 cm)

7.5 in. 
(19.0 cm)

Approx. Weight 7.9 lbs 
(3.6 kg)

12.3 lbs 
(5.6 kg)

12.3 lbs 
(5.6 kg)

21.1 lbs 
(9.6 kg)

30.1 lbs 
(13.7)

19.8 lbs 
(9.0 kg)

Also Included: 
  Heater (12V) 
  Purge Chamber  
  Pressure Governor 
  Check Valve 
  Silencer

 
Yes (70W) 

Yes 
Yes 
Yes 
No

 
Yes (70W) 

Yes 
Yes 
Yes 
No

 
Yes (70W) 

Yes 
Yes 
Yes 
No

 
Yes (70W) 

Yes 
Yes 
Yes 
No

 
Yes (100W) 

Yes 
No 
No 
No

 
Yes (70W) 

Yes 
Yes 
Yes 
Yes

Governor Cut-Out 
Pressure

100-129 PSI 
(6.9-8.9 bar)

100-129 PSI 
(6.9-8.9 bar)

100-129 PSI 
(6.9-8.9 bar)

100-139 PSI 
(6.9-9.6 bar)

139 PSI††† 
(9.6 bar)

116-174 PSI 
(8-12 bar)

Governor Differential 
Pressure

14.5 PSI (1.0 bar) 
18.8 PSI (1.3 bar)

14.5 PSI (1.0 bar) 
18.8 PSI (1.3 bar)

14.5 PSI (1.0 bar) 
18.8 PSI (1.3 bar)

14.5 PSI (1.0 bar) 
18.8 PSI (1.3 bar) n/a 13 to 29 PSI 

(0.9 to 2.0 bar)

Air Reservoir 
Volume

13 gal (at 14.5 PSI) 
10 gal (at 18.8 PSI)

26 gal (at 14.5 PSI) 
20 gal (at 18.8 PSI)

40 gal (at 14.5 PSI) 
31 gal (at 18.8 PSI)

50 gal (at 14.5 PSI) 
38 gal (at 18.8 PSI) n/a depends on 

governor diff. psi

Amb. Temp. Range -22oF to +158oF (-30oC to +70oC)

Notes: †Inlet temperature at 140oF (60oC), ††Governor cut-out pressure 159 PSI (11 bar), †††Applicable pressure



DISTRIBUTED	  BY:

Address	   2718	  Darlington	  Road
	   	   	   	   Beaver	  Falls,	  PA	  15010

Phone	  	   724-‐846-‐1290
Fax	   	   	   724-‐846-‐5253
Email	   	   kevin@bollandmachine.com

www.bo l l andmach ine . com

or	  to	  Place	  an	  Order


